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49 CFR Ch. II (10–1–98 Edition)§ 236.557

§ 236.557 Receiver; location with re-
spect to rail.

(a) Receiver of intermittent induc-
tive automatic train stop device of the
inert roadway element type shall be
maintained with bottom of the receiver
at a height above the plane of the tops
of the rails, and with its outer edge at
a horizontal distance from the gage
side of the nearest rail, in accordance
with specifications of the carrier.

(b) Receiver of continuous inductive
automatic cab signal, train stop, or
train control device of locomotive
equipped with onboard test equipment,
shall be maintained with the bottom of
the receiver at a height above the
plane of the tops of the rails, and with
its outer edge at a horizontal distance
from the gage side of the nearest rail,
in accordance with specifications of
the carrier.

[49 FR 3387, Jan. 26, 1984]

§§ 236.558—236.559 [Reserved]

§ 236.560 Contact element, mechanical
trip type; location with respect to
rail.

Contact element of automatic train
stop device of the mechanical trip type
shall be maintained at a height above
the plane of the tops of the rails, and
at a horizontal distance from the gage
side of the rail, in accordance with
specifications of the carrier.

[49 FR 3387, Jan. 26, 1984]

§ 236.561 [Reserved]

§ 236.562 Minimum rail current re-
quired.

The minimum rail current required
to restore the locomotive equipment of
continuous inductive automatic train
stop or train control device to normal
condition or to obtain a proceed indica-
tion of automatic cab signal device
(pick-up) shall be in accordance with
specifications of the carrier.

[49 FR 3387, Jan. 26, 1984]

§ 236.563 Delay time.

Delay time of automatic train stop
or train control system shall not ex-
ceed 8 seconds and the spacing of sig-
nals to meet the requirements of

§ 236.24 shall take into consideration
the delay time.

§ 236.564 Acknowledging time.
Acknowledging time of intermittent

automatic train-stop device shall be
not more than 30 seconds.

§ 236.565 Provision made for prevent-
ing operation of pneumatic brake-
applying apparatus by double-head-
ing cock; requirement.

Where provision is made for prevent-
ing the operation of the pneumatic
brake-applying appartus of an auto-
matic train stop or train control device
when the double-heading cock is placed
in double-heading position, the auto-
matic train stop or train control device
shall not be cut out before communica-
tion is closed between the engineman’s
automatic brake valve and the brake
pipe, when operating double-heading
cock toward double-heading position.

§ 236.566 Locomotive of each train op-
erating in train stop, train control
or cab signal territory; equipped.

The locomotive from which brakes
are controlled, of each train operating
in automatic train stop, train control,
or cab signal territory shall be
equipped with apparatus responsive to
the roadway equipment installed on all
or any part of the route traversed, and
such apparatus shall be in operative
condition.

§ 236.567 Restrictions imposed when
device fails and/or is cut out en
route.

Where an automatic train stop, train
control, or cab signal device fails and/
or is cut out enroute, train may pro-
ceed at restricted speed or if an auto-
matic block signal system is in oper-
ation according to signal indication
but not to exceed medium speed, to the
next available point of communication
where report must be made to a des-
ignated officer. Where no automatic
block signal system is in use train
shall be permitted to proceed at re-
stricted speed or where automatic
block signal system is in operation ac-
cording to signal indication but not to
exceed medium speed to a point where
absolute block can be established.
Where an absolute block is established
in advance of the train on which the
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